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Appendix N

Conditions of advance allocation of Registration Marks to dealers
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Appendix O
Basic description of EC Type Approval Categories for Vehicles

Category Description

L Powered two and three-wheel vehicles (including some quadricycles)

L1 Moped – Two wheel having a maximum speed of 45km/h, maximum internal combustion engine capacity of 
50cm3 or a maximum electric motor power of 4kW.

L2 Moped – Three wheel having a maximum speed of 45km/h, maximum spark ignition internal combustion engine 
capacity 50cm3 or maximum power of any other internal combustion engine of 4kW or maximum electric motor 
power of 4kW.

L3 Motorcycle – Two wheel, without a sidecar with an internal combustion engine capacity greater than 50cm3 
and/or a maximum speed greater than 45km/h.

L4 Motorcycle – Two wheel, with a sidecar with an internal combustion engine capacity greater than 50cm3  
and/or a maximum speed greater than 45km/h.

L5 Motor Tricycle – Three wheels, symmetrically arranged with an internal combustion engine capacity greater 
than 50cm3 and/or a maximum speed greater than 45km/h.

L6 Light quadricycle – Four wheels, with a maximum unladen mass of 350kg (not including the mass of the batteries 
in an electrically powered vehicle), a maximum speed of 45km/h, a maximum spark ignition internal combustion 
engine capacity of 50cm3, or maximum power of any other internal combustion engine of 4kW or maximum 
electric motor power of 4kW. The construction requirements are those for a three wheel moped unless otherwise 
specified in a particular Directive.

L7 Quadricycle – Four wheels, with a maximum unladen mass of 400kg or 550kg for a goods carrying vehicle (not 
including the mass of the batteries in an electrically powered vehicle) and a maximum net power, whatever the 
type of engine or motor, of 15kW. The construction requirements are those for a motor tricycle unless otherwise 
specified in a particular Directive.

Category Description

M Motor vehicles with at least four wheels used for the carriage of passengers

M1 Vehicles used for the carriage of passengers and comprising no more than eight seats in addition to the 
driver’s seat, having a mass not exceeding 3.5 tonnes.

M2 Vehicles used for the carriage of passengers and comprising no more than eight seats in addition to the 
driver’s seat, and having a maximum mass not exceeding 3.5 tonnes but not exceeding 5 tonnes.

M3 Vehicles used for the carriage of passengers and comprising no more than eight seats in addition to the 
driver’s seat, and having a maximum mass exceeding 5 tonnes.

M1SP ‘Special purpose vehicle’ means a vehicle intended to perform a function which requires special body 
arrangements and/or equipment. This category shall include motor caravans, ambulances, hearses, armoured 
cars and wheelchair-accessible vehicles.

Category Description

N Motor vehicles with at least four wheels used for the carriage of goods

N1 Vehicles used for the carriage of goods and having a mass not exceeding 3.5 tonnes.

N2 Vehicles used for the carriage of goods and having a mass exceeding 3.5 tonnes but not exceeding 12 
tonnes.

N3 Vehicles used for the carriage of goods and having a mass exceeding 12 tonnes.

Category Description

T Any motorised, wheeled or tracked agricultural or forestry vehicle.

T1 Wheeled tractors with a maximum design speed of not more than 40 km/h, with the closest axle to the driver 
having a minimum track width of not less than 1150mm, with an unladen mass, in running order, of more than 
600kg, and with a ground clearance of not more than 1000mm.

T2 Wheeled tractors with a maximum design speed of not more than 40 km/h, with a minimum track width of 
less than 1150mm, with an unladen mass, in running order, of more than 600kg and with a ground clearance 
of not more than 600mm. However, where the height of the centre of gravity of the tractor (measured in 
relation to the ground) divided by the average minimum track for each axle exceeds 0.90, the maximum 
design speed is restricted to 30 km/h.

T3 Wheeled tractors with a maximum design speed of not more that 40 km/h and with an unladen mass, in 
running order, of not more than 600kg.






